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DAIN 


Hay  Loader  and 
Side    Delivery 


HAY  RAKE 

THE  GREATEST  PAIR  OF  HAY  TOOLS 
EVER  BUILT 


They  will  not  pound,  thresh,  bunch,  wad,  or  tangle  the 
hay.  Will  work  on  ground,  hilly  or  level.  These  features 
have  helped  to  place  them  on  the  unapproachable  plane  they 
occupy  to-day. 


MADE  BY  THE 

DAIN  MANUFACTURING  CO. 

OF  IOWA. 
PRESTON,  ONT.  OTTUMWA,  IOWA. 


FROM  THE   REFORMER    PRESS,   GALT,   ONT. 


DAIN  HAY  LOADER 


AFTER   two  successful  seasons  in   the   Canadian 
Trade,    we   come   before   the   Farming    Public 
with  a  great  deal  of  confidence,  as  we  believe 
—       our  efforts  to  offer  a  superior  line  of  Haying 
-      «3      I        Machines  is  appreciated. 

fc/i^M  Our  Loader  is  being  improved  for  this  sea- 

^**    ^^         son  in  a  number  of  ways,  paiticularly  in  giving 
•     it   more   capacity,    and  strengthening   it   in   a 
number  of  points. 

For  those  who  have  never  had  the  opportunity  of  exam- 
ining our  machines  we  wish  to  say — that  the  Dain  Loader  is 
of  the  Rake  Bar  type.  In  it,  we  claim  to  have  done  away  with 
nearly  all  the  objections  found  in  the  old  style  of  Loaders. 

The  long  objectionable  crank  shaft  has  been  done  away 
with,  including  the  complicated  gearing,  cross  chains,  etc.,  by 
substituting  two  Tubular  Bars,  which  extend  the  entire 
width  of  the  machine,  to  which  we  attach  our  Rake  Bars,  with 
malleable  iron  arms.  The  Rake  Bars  thus  receive  their  motion 
from  the  swinging  pitmans  on  the  sides  of  the  machine. 

The  Ground  Rakes  are  given  an  entirely  different  sweep 
over  the  ground,  being  a  straight,  forward  motion  of  about  20 
inches.  The  crank  shaft  style  of  machine  revolves  the  Rakers 
in  a  circular  motion,  and  cannot  rake  cleanly.  The  Ground 
Rakes  on  the  Dain  Loader  overlap  each  other  by  one  half, 
and  as  one  set  come  forward  the  others  drop  down  within  a 
few  inches  of  where  they  left  it,  practically  raking  the  ground 
twice. 

Many  of  our  customers  have  done  their  entire  haying 
without  the  use  of  a  Rake  of  any  kind,  except  the  Loader. 
This  is  a  valuable  feature,  and  saves  time  and  money  for  the 
farmer. 

The  Pitmans  obtain  motion  from  the  Driving  Arm  in 
front  of  the  machine.  These  being  hung  one  third  distance 
from  the  long  end  effects  a  great  saving  in  power  and  does 
away  with  bearing,  boxes  and  other  features  which  cause  wear 
on  working  parts. 

The  Steel  Drive  Wheels  are  placed  forward  and  under 
the  machine,  shortening  the  axle  and  overcoming  the  swing- 
ing motion,  to  which  all  long  axle  machines  are  subject. 
Having  wheels  under  the  machine  allows  us  to  rake  closely  to 
any  obstruction  or  fence,  etc.,  and  has  the  advantage  of  added 
traction. 


Carrying  the  weight  of  the  front  of  our  Loader  on  the 
wheels  enables  us  to  use  a  Flexible  or  Hinged  Tongue. 

This  is  one  of  the  most  practical  features  of  our  machines.  It 
enables  the  Loader  to  be  attached  to  the  wagon  without  lifting 
a  pound  of  the  Loader  proper,  and  any  boy  eight  years  old 
can  do  this  work  if  required,  while  others  have  to  lift  from  125 
to  150  lbs.  This  will  be  found  correct  if  tried.  The  hinged 
tongue  feature  enables  us  to  attach  to  a  high  or  low  wheel 
wagon,  without  any  adjustment  whatever.  Two  wagon 
hitches  go  with  each  Loader. 

The  Flexible  Staple  Teeth  on  the  Dain  Loader  in  con- 
nection with  the  movement  of  the  Raker  bars,  ensures  a 
continuous  pushing  of  the  hay  up  the  Loader,  and  onto  the 
load.  By  actual  demonstration,  hay  has  been  pushed  up  four 
feet  higher  than  the  Loader  itself.  This  feature  overcomes 
the  objection  found  in  the  return  carrier  machines,  which 
draws  the  hay  off  the  load  as  soon  as  it  comes  against  the  slats. 

The  Adjustable  Drop  Apron  at  the  top  of  the  machine 
is  a  very  valuable  device,  overcoming  the  necessity  of  the  hay 
dropping  the  distance  between  the  top  of  the  Loader  and  the 
Rack.  The  advantage  of  this  feature  in  windy  weather,  can 
be  readily  appreciated,  as  well  as  the  assistance  given  to  the 
operator  when  starting  a  load.  A  steel  shield  is  placed  on 
each  side  of  the  gate,  to  prevent  the  wind  from  scattering 
the  hay  off,  and  helping  to  make  clean  work.  This  drop  apron 
can  be  raised  instantly  from  the  top  of  the  load,  and  stays 
wherever  it  is  put. 

The  Ground  Rakes  are  of  malleable  iron  and  are  held  in 
place  by  a  spring,  which  allows  them  to  draw  back,  if  caught  on 
any  obstruction,  and  spring  back  into  place  after  passing  over  it. 

The  R&Jce  Bars  are  hung  on  links  at  the  top  of  the 
machine,  and  adjust  themselves  automatically  to  the  weight  of 
the  hay.  These  Rake  Bars  can  be  raised  or  lowered  by  a 
crank  from  one  side  of  the  machine,  so  as  to  enable  the  oper- 
ator to  rake  above  trash,  etc., 

An  adjustable  bar  on  each  side  of  the  machine  enables 
more  or  less  weight  to  be  thrown  on  the  shoes,  as  desired,  for 
raking  out  of  the  winrow  or  swath. 

An  Adjustable  Board  is  used  at  the  botton  of  the'load-- 
er  deck,  which  can  be  raised  or  lowered,  allowing  greater  or 
less  space  between  the  Loader  Deck  and  the  ground,  when 
loading  extremely  heavy  hay  from  swath,  or  Side  Delivery 
Rake  winrow. 

Guarantee  The  Dain  Loader  is  guaranteed  to  load  from 
swath  or  winrow  made  by  the  Side  Delivery  Rake,  under 
reasonable  conditions. 


POINTERS 

Loader  is  eight  feet  wide  at  bottom  and  six  and  a 
half  feet  at  the  top. 

Drives  with  two  straight  chains  in  front  of  the 
machine. 

Does  not  twist,  tangle,  or  bunch  the  hay. 

Has  no  crank  shafts,  springs,  gears,  drums,  or  other 
complications. 

Can  be  detached  from  wagon  by  pulling  a  rope. 

Will  rake  the  hay  clean  from  the  swath  or  Side 
Delivery  Rake  winrow  under  reasonable  con- 
ditions. 

Is  adjustable  for  light  or  heavy  hay. 

What  we  say  it  will  do,  it  actually  does. 

Will  deliver  hay  onto  wagon  three  or  four  feet  higher 
than  Loader  itself. 

During  hay  season  of  1904  our  Loader  proved  itself 
to  be  the  most  satisfactory  of  any  on  the  market. 


THEY  ARE  SOLD  ON  THEIR 
MERITS 


THE    DAIN   SIDE 
DELIVERY  RAKE 


THE  DAIN  SIDE  DELIVERY  RAKE  is  made  up  on  a 
different  principle  than  any  other  on  the  market.  The 
first  idea  used  in  its  construction  is  strength,  combined  with 
simplicity. 

Then  it  is  made  as  a  slow  motion  machine,  which  over- 
comes the  constant  whipping  of  the  hay.  Machines  made 
with  a  tedder  motion  thresh  and  whip  the  hay  badly.  No 
farmer  would  think  of  tedding  dry  hay.  The  Dain  can  be 
used  in  hay,  dry  or  green,  with  good  effect.  The  slow  motion 
is  also  conducive  to  long  life. 

The  machine  is  made  with  three  set  of  Raker  Teeth, 
which  are  set  on  an  angle  of  about  450,  and  revolve  slowly, 
delivering  the  hay  into  a  loose   continuous  winrow,  allowing 


the  wind  and  sun  to  penetrate  it,  giving  air-dried  hay  instead 
of  sunburnt.     The  teeth  are  adjustable  for  light  or  heavy  hay. 

The  Rake  can  be  raised  or  lowered  any  distance  from  the 
ground  as  desired.  The  weight  of  the  reel  frame  is  carried  on 
a  spring,  thus  relieving  machine  of  strain  and  jar,  especially 
on  new  or  rough  ground. 

All  wear  can  be  taken  up  in  gearing. 

It  is  guaranteed  to  do  work  as  good'or  if  not  better  than 
other  Side  Delivery  Rakes  on  the  market. 


POINTERS 

Has  three  set  Raker  teeth. 

Teeth  can  be  set  in  and  out  of  plumb. 

Takes  the  place  of  tedder  and  sulky  rake. 

Will  throw  over  a  winrow  and  shake  out  the  water 
if  rained  on. 

Will  rake  clean. 

Will  handle  the  heaviest  hay  that  grows. 

Is  the  only  Side  Delivery  Rake  gotten  up  on 
correct  scientific  principals. 

Is  well  braced,  and  every  connection  made  in 
strongest  possible  form. 

Only  needs  to  be  seen  to  be  appreciated. 

Remember,  our  machines  are  not  "  Happen 

so's." 

They  cost  years  of  study,  and  are  productions 
of  our  own  brains.     We  are  originators. 

DAIN  MANUFACTURING  CO., 

OTTUMWA,  IOWA 
CANADIAN  OFFICE,  PRESTON,  ONT. 


DAIN  DOUBLE  GEARED 
GRINDER 


Just  what  the  farmers  have  been  looking  for.  Grinds 
from  10  to  12  bushels  of  feed  per  hour  of  fine  grain,  and  from 
20  to  40  of  coarse  grains,  as  corn,  etc. 

PRICE  WITHIN  REACH  OF  ALL 
NO  HORSE  POWER  REQUIRED 


DAIN  CORN  SHELLER 

The  best  moderate  price  machine  on  the  market.  Shells 
the  corn  rapidly  and  cleanly.  Turns  easily,  and  is  durably 
constructed. 


DAIN  SIDE  DELIVERY  HAY  RAKE 


DAIN  HAY  LOADER 


